
SPECIFICATIONSSPECIFICATIONS

Dimensions

¢ŜƳǇŜǊŀǘǳǊŜ	  range -‐	  67˚	  F	  to	  мфп˚	  F	  	  	  (-‐	  55˚	  C	  	  to	  фл˚	  C)	  

Power	  supply	  requirements

OperaAng	  environment
aƻŘǳƭŜ ŘŜǎƛƎƴŜŘ ŦƻǊ ƛƴŘƻƻǊ ǳǎŜΣ ƴƻƴπǿŜŀǘƘŜǊǇǊƻƻŦΤ ǿŜŀǘƘŜǊǇǊƻƻŦ 
ǎŜƴǎƻǊǎ ŀǾŀƛƭŀōƭŜ

Sensor	  connecAons н ǎŜƴǎƻǊ ŎƻƴƴŜŎǘƛƻƴ ǇƻǊǘǎ ƻƴ ŜŀŎƘ a{aΣ ŜŀŎƘ Ŏŀƴ ǎǳǇǇƻǊǘ ŀ ŘƛŦŦŜǊŜƴǘ ǎŜƴǎƻǊ ǘȅǇŜ

5ŀǘŀ ƭƻƎƎƛƴƎ

 

Remote	  ŀŎŎŜǎǎ Yes,	  via	  mesh	  network	  and	  Internet

MounAng

CerAficaAons FCC

Warranty о ȅŜŀǊǎ

! ! ! ! ! ! Probe	  with	  two	  temp sensors	  a1ached

CORIS MESH NETWORKCORIS MESH NETWORKCORIS MESH NETWORKCORIS MESH NETWORK

Profile implemented	  using	  802.15.4	  specificaAons	  
on	  frequencies,	  same	  as	  WiFi	  channels	  I,	  6,	  
or	  11	  depending	  on	  model	  of	  Gateway	  
communicaAons	  module

EncrypAon 128	  bit	  AESProfile implemented	  using	  802.15.4	  specificaAons	  
on	  frequencies,	  same	  as	  WiFi	  channels	  I,	  6,	  
or	  11	  depending	  on	  model	  of	  Gateway	  
communicaAons	  module

Output	  power 20.45	  dBm

Profile implemented	  using	  802.15.4	  specificaAons	  
on	  frequencies,	  same	  as	  WiFi	  channels	  I,	  6,	  
or	  11	  depending	  on	  model	  of	  Gateway	  
communicaAons	  module Receiver	  sensiAvity -‐97.56	  dBm

Profile implemented	  using	  802.15.4	  specificaAons	  
on	  frequencies,	  same	  as	  WiFi	  channels	  I,	  6,	  
or	  11	  depending	  on	  model	  of	  Gateway	  
communicaAons	  module

Max	  upstream	  data	  traffic .00017	  MB/sec

Profile implemented	  using	  802.15.4	  specificaAons	  
on	  frequencies,	  same	  as	  WiFi	  channels	  I,	  6,	  
or	  11	  depending	  on	  model	  of	  Gateway	  
communicaAons	  module

Max	  downstream	  data	  traffic .000125	  MB/sec

For	  more	  informaAon	  please	  contact	  us	  at	  212-‐710-‐2973	  or	  info@corisecs.com
CORIS	  is	  a	  trademark	  of	  J	  &	  F	  Labs.	  Patented	  technology:	  U.S.A.Σ aŜȄƛŎƻΣ {ƻǳǘƘ !ŦǊƛŎŀΣ ƳƻǊŜ	  pending
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THE MULTI-SENSOR MODULE
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Easy to Install  •  Simple to Use  •  Continuous Monitoring
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4.25" w x 2.5" h x 1.1" d (108 mm x 64 mm x 28 mm) 
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Includes 5V 1.0A external power adapter
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Maximum sensors
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Maximum of 4 temperature probes, maximum of 2 water sensors (1 per port), maximum of 2 contact closures (1 per port)
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Can be mounted on wall or ceiling using 2 mounting tabs
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Yes, sensor data (temperatures, contact closure open/closed, waterdetected) is logged on CORIS web servers for later analysis
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